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Vacuum level display.                       Setting of vacuum level 

 

 

 

 

 

 

 

 

 

  

 2 operations modes  

   

 

   

IDEAL FOR 

 

 Using with all types of 

electrical source                    

(88-264 VAC) 

 

VACUUM PUMP PAV4M 
 
This pump is oil-free. The PAV4M pump is 

portable and suitable for workshops and outdoor. 

It can be shipped safely everywhere thanks to its 

protection suitcase. This pump can be powered 

from 88-264 VAC.  

 

It proposes 2 modes of operation: 

 A vacuum level at 940 mbar (27.7 inHg) 

with a maximum flow rate at 2,1m3/h 
 

 A vacuum level of 850 mbar (25.1) with 

maximum flow rate of 4,2m3/h. 

MAIN FEATURES 

 

 Max flow rate: 4,2 m³/h 

 Max vacuum: 940 mbar (27.7 

inHg) 

 Supply power: 88 V or 264 V, 

47/63Hz 

 Sound intensity : 72 dB 

 Weight : 10,4 Kg 

 Size : 350 x 270 x 200 mm 

 

ADVANTAGES  

 

 No maintenance 

 Compact 

 Quiet 

 Adjust the vacuum level 

 Digital vacuum Measure 

 Easily transportable 

 

OPTIONS 

 

 Vacuum hoses 

 Vacuum plugs 
 

 
 


